CORDAFLEX (K)

Portable reel and festoon cable - EP insulation,
dual black Neoprene jacket with braid reinforcement,

90°C, 600 volt
»
% A &

Random Ll wing o | Lavel wind o Posar lrack
wound motr- | mone spiral | mono spiral || Pendan) sysiem
drivan reel stedr-diivan | melordeivan | push-butions
wilhiul el | reml with el with
Quide deflaction caflection

sheaves inlo oifer

planes

Application

= Container crane festoons * Ladle crane festoons

= Timber crane festoons + Steel mill crane festoons

= Grab-type ship-unloading gantry festoons * All power tracks

* Plow feeder reels and festoons * Pendant stations

* Refuse crane festoons * Wastewater treatment gantry festoons & reels
* Stacker/reclaimer reels = Stacker/reclaimer goosenecks and festoons

* Shiploader reels = Rotating connection in stacker/reclaimers

* Car dumper reels and festoons * Jetways

* Tripper reels and festoons * AS/RS systems
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@ LISTED

Features

* Extra finely stranded tin coated copper conductors
with a short length of lay

* PROTOLON EP insulation

« Very finely stranded tin coated copper braid on
shiglded constructions.

¢ Lubricated conductor assembly

* Heavy duty double extruded black Meoprene
jacket

+ Wide mash textile braid reinforcement in a
vulcanized bond

+ Good conductor geometry

+ Large standard range with many sizes stocked
= Metric sizes available

* Composite cables with integrated optical fibers
available (Please refer to catalog P9204)

* Control cable range includes individually shielded
conductors or twisted shielded pairs

* Design exceeds NSHTdu construction reguirements
specified in VDE 0250

Benefits

* Highly flexible long life conductor assembly

= Highly resistant to ozone
* Vary high shield coverage (approx. 90%)

* Pravides a free riding conductor assembly that is
easily flexed

* Superior low temperature sub-zero performance
= Highly resistant to cil, flame, etc.
* Provides high torsion resistance

* Less spare conductors required
* Promotes long conductor life

* Readily available

* |nternational jobs

* Power and control/data transmission through
one single cable

* No interference with control/data circuits

* Good data transmission performance

» High durability under constant flexing conditions
« Optimal operational performance

Temperature ratings

* Maximum permissible conductor temperature; 90°C

» Minimum ambient temperature for optimum fully flexible operation: -35°C
* Minimum permissible ambient temperature: -55°C

Ampacity and voltage

The tables on pages 19 to 22 may be used CORDAFLEX (K) cables. Voltage drop may be

drop to determine the appropriate ampacity for calculated by using the information on page 23.

Voltage ratings

+ Rated voltage: 600 volts,

+ D.C. systems: 1800 volts

Maximum permissible operating voltages are:  * A.C. factory test voltage: 2500 volts (r.m.s.)
* Three phase and single phase A.C. systems:

1200 volts

Insulation colors

Method 4, according to ICEA 5-61-402 and conductors are black insulated and sequentially

NEMA WC30, is used to identify conductors. Al numbered.

rovals
=he marked P-189-1-MSHA.

* CORDAFLEX (K) is accepted by MSHA and is = VDE approved.

o UL listed






